R KRISS

Ydeevnedeklaration Oplev detaljen
Declaration of Performance
Leistungserklidrung
Prestandadeklaration

Nr. / No: DOP-SH-003

Reference / Reference / Referenz / Referens:
Byggevareforordningen nr. 305/2011 af 9. marts 2011
Regulation (EU) No 305/2011 of 9 March 2011
Verordnung (EU) Nr. 305/2011 von 9. Mérz 2011
Foérordning (EU) nr 305/2011 av den 9 mars 2011

Produkttype / Product type / Produkttyp / Produkttype:
Héandklederadiatorer / Towel radiators / Badheizkorpern / Handdukstorkar
(EN442-2:2014 Annex G: Type G.3)

Produktidentifikation /Products identification / Kenncode / Identifikationskod:
S5550H, S6540H, S8645H, S8650H, S8660H, S10945H, S10950H, S10960H, S13250H,
S13260H, S63100H, S8080H, S12080H, S15060H, S16045H, S16060H, S18045H, S18060H

Tilsigtet anvendelse / Intended use / Verwendungszweck / Avsedd anviindning:
Installation pa varmeanlag i bygninger / Installation in heating systems in buildings /
Installation in Heizungsanlagen in Gebduden / Installation i virmesystem i byggnader.

Fabrikant / Manufacturer / Hersteller / Tillverkare:
Kriss AS
Ambolten 21
6000 Kolding
Danmark - Denmark - Ddnemark
www.kriss.dk
+45 76333933
kriss@kriss.dk

System til AVCP / System for AVCP / System zur AVCP / System for AVCP:
System 3

Harmoniseret standard / Harmonised Standard / Harmonisierte Norm / Harmoniserad standard:
EN442-1:2014

Notificerede organer / Notified bodies / Notifizierte Stellen / Anmiilda organ:
SZU s.p. - Nr. 1015
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AS. 6000 Kolding  tif.: +45 76 33 39 33
www.kriss.dk CVR: 30694201 email: kriss@kriss. dk
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Vzesentlige egenskaber /

Essential characteristics /

Wesentlichen Merkmale / Ydeevne / Performance

Visentliga egenskaper Leistung / Prestanda Standard / Norm
Karakteristisk kurve
Characteristic curve
Charakteristische Kurve o :KM* AT
Karakteristiska kurvan
Produktidentifikation e AgEske
Products identification lﬁ::ﬁ::;mﬂizxﬁgt Q=K. * AT
Kenncode Nominell virmeeffekt
Identifikationskod
Delta 30: Delta 50: KM n

S5550H => 127 242 1,729 1,2629
S6540H => 125 238 1,6999 1,2630
S8645H => 187 357 2,5509 1,2633
S8650H => 206 392 2,8002 1,2633
S8660H => 242 461 3,2903 1,2633
S10945H => 242 462 3,2931 1,2636
S10950H => 266 507 3,6149 1,2636
S10960H => 312 596 4,2476 1,2636
S13250H => 327 624 4,4431 1,2639 EN422-1:2014
S13260H => 384 733 5,2208 1,2639
S63100H => 271 517 3,6971 1,2630
S8080H => 288 550 3,9257 1,2632
S12080H => 447 853 6,0767 1,2637
S15060H => 441 842 5,9918 1,2641
S16045H => 367 700 4,9800 1,2642
S16060H => 473 903 6,4234 1,2642
S18045H => 417 796 5,6539 1,2645
S18060H => 538 1026 7,2926 1,2645
Holdbarhed overfor fugt
Resistance against corrosion
Korrosionsbgstéindigkeit =100k
Bestindighet mot korrosion
Holdbarhed overfor mindre slag
Resistance against minor impact Klasse 0
Widerstand gegen leichten Stssen Class 0
Holdbarhed &ver for mindre slagg
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